
Compact 
Headend

Transmodulator

  Compact size 

  Excellent performance

  Efective cost 

  Flex Routing

  Excellent MER 

  Event info over RF 

  2x FlexCAM  

  PID Filtering

  Friendly Web user interface

  Management priority services
     for overfl ow issues              
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Code 2008604

Description Compact Headend Transmodulator 6 x DVB-S/S2 to 4 DVB-T/DVB-C

INPUT: QPSK/8PSK (DVB-S/-S2)

Number of RF inputs connectors            4

Numbers of tuners                                       6 (transponders)

Frequency range 950-2150 MHz

Input level (-65 to -25 dBm) / -44 a 84 dBμV

Bandwidth 36 MHz

LNB (Remote voltage supply) 0V/ 13V/ 18V/ 0-22KHz

Maximum current per RF input                               350 mA

DiseqC 1.0 support                                               Yes

Integrated multiswitch    Yes, allow flexible routing from satellite services to the output multiplex (QAM or COFDM)

Confi guration Built-in webserver accessible via management port

Encrypted services                                        The services can be routed though 1 or 2 CAMs and can be decrypted using multi-service CAMs

RF OUTPUT

Number of output connectors                 1 with 4 MUXs (DVB-T or DVB-C)

DVB-T frequency range 47-862 MHz

DVB-T output Up to 31.7 Mbps / MUX

DVB-C frequency range 47-1002 MHz

DVB-C output Up to 51.6 Mbps / MUX

Output level 84 dBμV

Regulation 0-15 dB 

MER ≥ 43 dB

MIX RF                                                                1

Insertion loss MIX RF - RF OUT ≤ 2 dB 

GENERAL

Power consumption 110-240Vac-50-60Hz 45W

Dimensions 345 mm x 70 mm x 210 mm 

Operating temperature 0-50 ºC

EAN code 8436545306291

Packaging quantity 3 pcs
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